PROLED

Pro Led Show Indoor LED Poster Specifications

PARAMETERS SPECIFICATIONS

Product Series

Pixel Pitch (mm) 1.25 1.53

LED Lamp Type SMD1010 SMD1212
Pixel Density 640,000dots/m? 422,500dots/m2
Scan Frequency 1/64 1/52
Module Size

Cabinet Size

Poster Resolution 786,432pixels 519,168pixels

Cabinet Material

Cabinet Weight

Viewing Angle

Grey Scale

Frame Rate

Refresh Rate

Brightness 800nits 800nits
Input Voltage

Ave. Power Consumption (W/set)
Max. Power Consumption (W/set)
IP Grade

Input

Maintenance

Working Humidity

Working Temperature

Life Span (H)

Certificate

Pro Led Show

POSTER
1.667 1.86
SMD1212 SMD1515
360,000dots/m?2 288,906dots/m?
1/48 1/43
320*160mm
640*1920mm
442,368pixels 355,007pixels
Aluminum
39kg
H:140° / V:160°
16Bit
60Hz
>3840Hz
800nits 1000nits
AC 100~240V
197
688
IP54

HDMI / ETHERNET / USB / WIFI
Front Service
10~85% RH
-30 ~ 60°C

100000

CCC/RoHS/CE/EMC/FCC

2
SMD1515
250,000dots/m?
1/40

307,200pixels

1000nits

2.5
SMD2020
160,000dots/m?
1/32

196,608pixels

1000nits



